	OFFER - SPECIFICATION

	

	[image: image1.jpg]



	

	
	Induction Cooking unit with 2 heating zones Salvis Smartline

	
	

	
	Induction unit with short heat-up time, precise temperature adjustment and fast reaction time 

	
	

	
	· Individual
· Modular

· Versatile



Specific characteristics
· Minimal energy consumption, short heat-up time, low heat emission
Construction / Specification
· Cooking zones adjustable from 150 to 3500/5000 Watt

· Cooking unit with two cooking zones, which requires appropriate induction-cookware 
with pot diameter from 120 mm
· Electronic pot detection, with optical signal if cookware is not appropriate
· CERAN-glass surface 340 x 560 mm

· Heating zones infinitely adjustable with thermostat (Overheating protection)
· 2 round coils, diameter 220 mm each
· Induction generator with ventilation
· Available as table-top or built-in model
· Table-top model with 1.5 m cable, without plug
Documents
· Installation and operation manual
Technical data
	Dimensions:

                        Width
                        Depth
                        Height
	380 mm

600 mm

208 / 218 mm

	Power
Voltage
	2 x 3,5 kW / 2 x 5,0 kW
400 V, 3 AC 

	Frequency
Connection
Fuse 
	50 / 60 Hz
3/PE
3x 16 A

	Approvals
	CE

	Protection
	Water jet protection IPX4


Technical amendments reserved!
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