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	Induction Wok Salvis Smartline
Specification:


planed:

Type:



Appliance available as table-top 



or built-in model

Dimensions (WDH):    

380 x 600 x 208 / 218 mm
Power:
 


3,5 kW / 5,0 kW
Voltage:



230 V 1 N AC / 400 V 3 AC
Frequency:


50 / 60 Hz

Connection:


1/N/PE / 3/PE

Fuse:



16 A / 3x 16 A 
Approvals:


CE
	offered:
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       Induction Wok with infinitely variable temperature control for precise cooking

	
	Specific characteristics

· Modern induction cooking unit for Wok pan Ø 360 mm with appropriate pan soil

· Minimal energy consumption. Quick cooking start, low thermal radiation

· Heating zone infinitely adjustable with thermostat (overheating protection)

Construction / Specification

· Cooking zone adjustable from 150 to 3500/5000 Watt

· Automatic pot detection, cookware with magnetic bottom required

· Built-in cuvette with round coil arrangement for optimal effeciency

· Induction generator with fat filter

· Appliance available as table-top or built-in model

· Table-top model with 1.5 m cable, without plug

Documents:

· Installation and operation manual

Technical amendments reserved!


	
	

	
	Manufacturer: Salvis AG, Oftringen
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