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	Warmth holding unit  (Hold-o-mat 711)

	

	
	Specification:
Type:
Dimensions: (W x D x H)
Weight: Net-gross
Capacity:
Connection load:
Voltage:
Frequency:
Electrical connection:
Fuse:
Approvals:

	Planned:
711-oK table-top device
415 x 675 x 638 mm
40  kg/ 45 kg
7 x GN 1/1-65mm
1.8 kW
230 V
50/60 Hz
1 N
10 A
CE
	Offered:
................................................................................
................................................................................
................................................................................
................................................................................
................................................................................
................................................................................
................................................................................
………………………………………………………….
................................................................................
………………………………………………………….


	
	Warming and low-temperature unit
To produce and keep dishes warm, such as meat and fish
	
	

	
	Specific characteristics:

· All devices with EUR and CH connecting cables enclosed
· Temperature accuracy +/- 1 °C measuring probes PT1000
· OLED display shows target and actual temperature
Construction/Specification:
· High-quality CrNi steel
· Ingenious rack system
· Door seal can be modified
· 4 folding, sturdy and screwed door handles
Documents:
· Dimension sheet
· Electrical diagram
· Operating instructions
Optional extras and system accessories:

· Core temperature probe
· Catering handles black
· Catering rails
· Catering door lock
Subject to technical changes!

	
	

	
	Manufacturer/distributor:
Salvis AG, Oftringen
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	_________
	_________
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